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Specifications Portable Replacement Lamp—0.3W LED

Lamp Type	 LED

Wattage	 0.3W

Colour temperature	 2500K (±200K)

CRI	 80+

Lamp life	 50,000 hr

Battery Type	 3.7V, 400mAh LiPo battery

Battery Cycle	 500 cycles at 80+% capacity

Power Supply	 5V, USB-C power adapter (not included)

Dimming	 4 brightness levels

Certifications	    RoHS
Note	 Compatible with 14p (14.1PL.MI) portable light.

	 14p Battery replacement video.

	 Full battery information sheet (chemistry, hazardous 
substances, collection) — also reachable via the QR code on 
the packaging.

	 Do not dispose of in household waste. Return spent cells to a 
attery-collection point, an electrical retailer, a Bocci dealer, or 
to Bocci GmbH (postage paid on request).

	 Use only the genuine Bocci replacement cell. Substitution with 
a different cell will void the warranty and may compromise 
safety.

	 There may be a variance within colour temperatures and 
variance in the efficiency up to 20%

Ø23mm

± 51mm

± Ø19mm

https://vimeo.com/1198571934?share=copy&fl=sv&fe=ci
https://assets.bocci.com/site/documents/Spec-Instruction/Portable/Bocci-14p-118p-battery-information.pdf

